
                                                                                                                                                                                          
 
 
 
 
 

 
 
 
 
      Specification details: 

      
Type 

Spec items SC/SM SC/MM 
SC/APC 

Cone Step 
OD(mm) Ø2.4990±0.0005 Ø2.4990±0.001 Ø2.4990±0.0005 

ID(mm) Ø0.1250+0.001
-0 Ø0.1255+0.001

-0 Ø0.126+0.004
-0 Ø0.127+0.003

-0 Ø0.1250+0.001
-0 Ø0.1255+0.001

-0 
Concentricity 
(mm) 

ҖлΦллм ҖлΦллп ҖлΦллм 

End Curve 
Radius 

20 +5/-10 

Length (mm) 10.5±0.05 
       

SC/SM Ferrule                                                                                                                       
       
  
      
 
 
 
 
 

   Material: 
Ferrule: Zirconia Ceramic 

Flange: Four Slots Flange Made of  
Stainless Steel (S303) or Ni-Plated Cu 

 
 
 
 
 
 
 
 

Features: 
Precise Ferrule Design Makes Outstanding Fiber Alignment 
PC Pre-Polishing 
High Performance & Durability 

Low Insertion Loss and Back Reflection Loss 
Good Concentricity 
Certificated by ROHS 
100% factory tested and certified 

Applications: 
SC, FC, ST Single mode connector 
SC, FC, ST, optical fiber cable assemble & Attenuator 

 

INTRODUCTION: 
Ferrule is generally treated as the core part of the 
connector. Zirconia ceramic ferrules are recognized to 
have the best durability and reliability among various 
kinds of material.  



       

 SC/MM Ferrule 
 

        

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 
        
       
 
      SC/APC－Cone Type Ferrule 
     

 

 

 

 

 

 

 

 
 
 
 

 
 
 
 
 

 
 
              



 
              

 

SC/APC－Step Type Ferrule 
 

 
 
 
 
 
 
 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 

 
SC-Long Flange type ferrule 

 

 

 MORE INFORMATION AND DRAWINGS, 

PLEASE CONTACT US. 
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